
RDM
Round Metal Threaded Insert

Material: HDPE with Zinc-Plated Steel-Threaded Insert
Color: Black

Part No. Tube O.D. Thread Size Tube 
Gauge

Tube Wall 
Thickness

Standard 
Pack

RDM0100A .750 (19.1) 1/4-20 16-18 .049-.065 (1.2-1.7)

1,000

RDM0150A
.875 (22.2)

1/4-20 16-18 .049-.065 (1.2-1.7)
RDM0200A 1/4-20 12-14 .083-.109 (2.1-2.8)
RDM0250A 1/4-20 10-11 .120-.134 (3-3.4)
RDM0300A

1.000 (25.4)

1/4-20 16-18 .049-.065 (1.2-1.7)
RDM0350A 5/16-18 16-18 .049-.065 (1.2-1.7)
RDM0400A 1/4-20 12-14 .083-.109 (2.1-2.8)

750
RDM0450A 5/16-18 12-14 .083-.109 (2.1-2.8)
RDM0500A 1/4-20 10-11 .120-.134 (3-3.4)
RDM0550A 5/16-20 10-11 .120-.134 (3-3.4)
RDM0600A

1.125 (28.6)

5/16-18 16-18 .049-.065 (1.2-1.7)

500

RDM0650A 3/8-16 16-18 .049-.065 (1.2-1.7)
RDM0700A 5/16-18 16-18 .049-.065 (1.2-1.7)
RDM0750A 3/8-16 16-18 .049-.065 (1.2-1.7)
RDM0800A 5/16-18 12-14 .083-.109 (2.1-2.8)
RDM0850A

1.375 (34.9)
3/8-16 12-14 .083-.109 (2.1-2.8)

RDM0950A 3/8-16 16-18 .049-.065 (1.2-1.7)
RDM1050A

1.500 (38.1)

5/16-18 16-18 .049-.065 (1.2-1.7)
RDM1100A 3/8-16 16-18 .049-.065 (1.2-1.7)
RDM1150A 5/16-18 12-14 .083-.109 (2.1-2.8)
RDM1200A 3/8-16 12-14 .083-.109 (2.1-2.8)
RDM2000A

2.000 (50.8)
5/16-18 14-16 .065-.083 (1.7-2.1)

RDM2050A 3/8-16 14-16 .065-.083 (1.7-2.1)

•	 Internal	threads	accommodate	adjustable	leveling	
mounts	and	feet

•	 Ribbed	to	accommodate	multiple	material	gauges


